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Bedienungsanleitung
Der InLine® HDMI Matrix Switch / Umschalter 4K2K verteilt HD-Videosignale von jedem der vier HDMI-Quellen zu zwei Displays. Uber die zwei

Ausgénge konnen Sie HD-Video und -audiosignale an bis zu zwei Displays senden. Das Umschalten jeder Eingangs- auf jede Ausgangsquelle
ermdglicht maximal Flexibilitdt und macht das standige Trennen und Verbinden an Displays mit nur einem Eingang uberfliissig. Der Switch
unterstltzt auch Blu-Ray Player. Per Infrarot-Fernbedienung kénnen Sie jederzeit auf jede Eingangsquelle zugreifen und auf jedes angeschlossene
Display ausgeben.

EIGENSCHAFTEN:

Der InLine® HDMI Matrix Switch / Umschalter 4K2K bietet unter anderem diese Features:

e Sthaltet einfach zwischen vier beliebigen HDMI-Quellen um

e Verteilt jedes der vier Bngangssignale auf jeden oder eine Kombination der beiden Ausgange
e Unterstiitzt hdchste Auflésungen bis zu 4K2K (10,2 Gbit/s alle Kanéle) Bandbreite.

e Unterstiitzt 340MHz/ 3,4CGhit/ s pro Kanal

o Unterstutzt eine Farbtiefe von 12 Bit pro Kanal (36 Bit alle Kanéle)

e Unterstiitzt HDCP

e Unterstiitzt unkomprimierte Audioformate wie LPCM

e Unterstiitzt komprimierte Audioformate wie DTSDigital

LIEFERUMFANG:
Bevor Sie dieses Gerét verwenden, tUberprifen Sie bitte, ob alle nachfolgenden Bestandteile in der Verpackung enthalten sind: InLine® HDMI
Matrix Switch / Umschalter 4K2K, 5V / 2A DC Netzteil, Fernbedienung, Bedienungsanleitung.

TECHNISCHE DATEN:

ANSCHLUSS UND BETRIEB: Signaleingénge / -ausgang

Eingangs-Videosignal 5 Volt p-p (TTL)
Maximale Aufldsung 3.840x2.160@30Hz
1) Verbinden Sie das HDMI-Quellgerét mit dem InLine® HDMI Matrix HDMI Schnittstelle Typ A 19 pin
Switch (Anschlusskabel sind optional) * siehe auch Anschlussdiagramm Betriebsfrequenz
2) Verbinden Sie das Netzteil mit dem InLine® HDMI Matrix Switch Vertikaler Frequenzbereich 50/60Hz
und einer Steckdose. Video-Verstirker Bandbreite 3,4Gbps/340MHz
Auflésungen (HDTV)
Dieses Gerit hietet Ihnen verschiedene Betriebsmadi zur Auswahl Interlaced (50860Hz) 1801, 5761, 10801
1) Driicken Sie die POWER-Taste, um den Switch einzuschalten oder ngress‘,ve (50860t} 480p, 576p, 720p, 1080p
Progressive (30Hz) 2160p

erneut, um ihn in Standby zu versetzen Betriebsumgebung

2) Memanismes Umschalten Betriebstemperatur 0°C bis +70°C
Uber die Taste Select A kdnnen Sie nacheinander eines der vier Betriebsluftfeuchtigkeit 10% bis 85% RL (Relative Luftfeuchte, ohne Kondensation)
Quellgerdte auswdhlen, das liber Output A ausgegeben werden soll Lagertemperatur -10°C bis +80°C
Uber die Taste Select B kdnnen Sie nacheinander eines der vier Lagerfeuchtigkeit 5% bis 90% RL (Relative Luftfeuchte, ohne Kondensation)
Quellgerite auswihlen, das {iber Output B ausgegeben werden soll Strombedarf
3) Fernbedienung Externe Stromversorgung 5V DC@2A
Mit der Powertaste schalten Sie das Ger3t ein. Smmverbra“h‘(max') 8w
Die 2 OFF Tasten schalten die Ausginge A und B unabhiingig voneinander ab Mate und Gewicht
ie _ asten schalten die Ausgdnge A und B unabhdngig voneinander a Abmessungen 270x122x32mm
ohne die angeschlossenen Datenquellen zu trennen. Gewicht 774g
Mit den Tasten 1, 2, 3, 4 wahlen Sie Ihre Datenquelle. Zubehér

Netzteil
Bedienungsanleitung
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Hinweis: Die technischen Daten kénnen ohne vorherige Ankiindigung gedndert werden.
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CONNECTION AND OPERATION:

1) Connect the HDMI input source into this product (Input cables are
optional) *please refer to connection diagram section.

2) Insert the DC side of 5v power supply into this product and then
connect the AC side ofthe power supply into the wall outlet.

For this product, there are different operations for your choice

1) Press the button POWER on the product will present a status of
standby or working.

2) Mechanical switching.
The button Select A can select four sources to display on the
Output A device circularly; The button Select B can select four
sources to display on the Qutput B device circularly.

3) Remote control
The Power button on the remote control can control this product.
The two OFF buttons can control the output A. B separately, in
order to not keep output A/B ‘s device working
The button 1. 2. 3. 4 can select source devices freely.

CONNECTION DIAGRAM:
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INTRODUCTION:

The HDMI 4K2K FAST SWITCH SPLITTER Matrix routes high definition
video in multiple resolutions up te 4K2K plus multichannel digital audio from
any of the four HDMI sources to two displays. Two outputs give you the
choices of sending high definition audio and video signals up to two displays.
Any four to any two matrix switching allows for maximum versatility for
integrated systems. It eliminates the needing of disconnects and reconnects
sources to a display equipped with one input. It works with HD-DVD players,
Every source is accessible at all times by any display by selecting it with an
IR remote.

FEATURES:

This HDMI 4K2K FAST Switch has many features that enable it to perform

in a superior manner. Among those features you will find:

s Switches easily between any four HDMI sources.

e Distributes any of the four inputs to any or any combination of the two
HDMI output displays.

» Supports highest video resolution 4K2K. (10.2Gbps all channel)

bandwidth. Supports 340MHz/3.4Gbps per channel.

Supports 12bit per channel (36bit all channel) deep color.

Supports HDCP.

Supports uncompressed audio such as LPCM.

Supports compressed audio such as DTS Digital.

PACKAGE CONTENTS:

Before attempting to use this unit, please check the packaging and make
sure the following items are contained in the shipping carton:

1) Main unit.

2) 5VI2A DC Power Supply.

3) Remote Control.

4) User's Manual.

SPECIFICATIONS:

Signal Inputs/Output

Input Video Signal 5 Volts p-p (TTL)

Maximum Single Link Range 3840x2160@30Hz

HDMI |nput/Cutput Connector Type A 19 pin

Operating Frequency

Vertical Frequency Range 50/60Hz

Video Amplifier Bandwidth 3.4Gbps/340MHz

Resolutions{HDTV)

Interlaced(50&60Hz) 480i,576i,1080i
Progressive(50&60Hz) 480p,576p,720p,1080p
Progressive(30Hz) 2160P

Warranty

Limited Warranty 1 Year Paris and Labor
Environmental

Operating Temperature 0 C to+70C

Operating Humidity 10% to 85 % RH (no condensation)
Storage Temperature -10°C to +80°C

Storage Humidity 5% to 90 % RH (no condensation)

Power Requirement

External Power Supply 5V DC@2A
Power Consumption{max) 8 W
Regulatory Approvals

Converter Unit FCC.CE.UL
Power Supply UL,CE,FCC

Accessories Adapter

AC Power Adapter US standard, UK standard and so on

User Manual

Note: Specifications are subject to change without notice.



