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Art. Nr. Länge EAN

17255P 0,5  m 4043718280209

17201P 1  m 4043718280148

17211P 1,5  m 4043718280186

17202P 2  m 4043718280155

17203P 3  m 4043718280162

17205P 5  m 4043718280179

INLINE® DISPLAYPORT 1.4 KABEL, 
8K4K, SCHWARZ

• DisplayPort Stecker zu DisplayPort Stecker

• Kabel dreifach geschirmt

• Farbe: Schwarz

• Vergoldete Kontakte

• unterstützte Aufl ösungen: FUHD 7680x4320 8K4K@60Hz, 

UHD 3840x2160 120HZ RGB/4:4:4 8bit HDR OFF, UHD 

3840x2160 120HZ RGB/4:2:2 12bit HDR ON, UHD 3840x2160 

60HZ RGB/4:4:4 12bit HDR ON, FullHD 1920x1080

• in PE Tüte mit EAN Code
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PRODUCT TITLE: ITEM NO.

CHECKED BY APPROVED BY

INTOS ELECTRONIC AG

SCALE:NONE UNITS:mm SHEET:1/1

PROJECTION

DRAWN BY DATE

NO. DESCRIPTION QUANTITY REMARKS

2021/05/26
ROHS 3 support (EU 2015/863) Compliant

REVISIONS
DESCRIPTIONREV

A
DATE APPROVEDCONFIGURATION DETAILS OF

UNDIMENSIONED FEATURES
MAY VARY

CUSTOMER:

PART NAME

DP1.4 MALE TO MALE  CABLE
DP1.4 MALE,RED INSULATION, GOLD PLATED PIN,GOLD PLATED SHELL

(1/0.32 COPPER*1P+D+AM)*5+1/0.32 COPPER*4C+ADB+
,JACKET:PVC /BLACK 7.0±0.2MM

DP MALE

INNER MOLD

CABLE

NOTE:
1.Electronic test

1.1 Open/short 100% test
1.2 Tested by quantum data 980 handhold test

         instrument for DP1.4(32.4G)
2.Tested by PC, 3840*2160 120Hz 4:4:4 8bit  HDR OFF
   Tested by PC, 3840*2160 120Hz 4:2:2 12bit  HDR ON
   Tested by PC, 3840*2160 60Hz 4:4:4 12bit  HDR ON
   Tested by PC, 720P,1080P
3.PRINTING:High Speed Cable E344313 AWM STYLE 20276 80℃ 30V VW-1

4 OUTER MOLD BLACK ABS

1

2

2

2

FERGUS

LD-PE

5 DUST COVER PE/TRANSPARENT 2

2 3 4

5

SEE THE CHART

PIN OUT

P1 P2

AM&BRAID
DRAIN WIRE

DRAIN WIRE

PVC JACKET

28AWGX4C [(28AWG*1P)+D+AM]*5PCS

1

ITEM NO LENGTH
17255P 500±20
17201P 1000±20
17211P 1500±20
17202P 2000±20
17203P 3000±30
17205P 5000±50

L±T

A1 update pin out 2023.3.14

1PC/20103A+LABEL1

1PC/20103A+LABEL1,10PCS/PE BAG+LABEL2

1PC/20102A+LABEL1,10PCS/PE BAG+LABEL2

1PC/20102A+LABEL1,10PCS/PE BAG+LABEL2

1PC/20102A+LABEL1,10PCS/PE BAG+LABEL2

1PC/20102A+LABEL1,10PCS/PE BAG+LABEL2

PACKING
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